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Tenneco Oil
Exploration and Production
ATennecoCompany

Rocky Mountain Division

Penthouse
720 South Colorado Blvd
Denver.Colorado 80222
(303) 758-7130

September 4, 1980

Mr. Ed Guynn
U.S. Geological Survey
2000 Administration Bldg.
1745 West, 1700 South
Salt Lake City, Utah 84138

Re: Tenneco USA 20-11
2300 FSL, 2150 FWL
Sec. 20, T18S, R24E
Grand County, Utah

Gentlemen:

Pursuant to NTL-6 Part II A, a preliminary environmental review is requested

prior to the entry on the ground for the purpose of staking the referenced

location, access road, and other surface use areas.

Please notify us at your earliest convenience of the status of approval.

Yours very truly,

TENNECO OIL COI ANY

M. L. reeman
Staff Production Analyst

MLF/pms
Enclosure

cc: Bureau of Land Management

P.O. Box M
Moab, Utah 84532

GOEP 103A 12



INREPLYREFERTO

UnitedStatesDepartment of the Interior 3100
(U-603)

BUREAU OFLAND MANAGEMENT

Moab District
Grand Resource Area

P.O. Box R
Moab, Utah 84532

September 15, 1980

Mr. Lee Freeman
Tenneco Oil
Penthouse
720 South Colorado Blvd.
Denver, CO80222

Reference: Staking Request (PER)
Well 20-11
Section 20: T. 18 5., R. 24 E.
Grand County, Utah

Dear Mr. Freeman:

This office has no objections to staking the above referenced locations.

Would you include your bond number when submitting your application to

drill. In addition you should be knowledgeable that Grand County requires

a permit if you plan to use a county road as a portion of your access

road. You should contact the County Road Supervisor. An archaeological

clearance must be obtained after staking the site(s).

Sincerely yours,

C. Delano Backus
Area Manager

cc:
Grand County Road Supervisor

RECMP

SEP 18 1980
TENINEW um Cû
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(Other irstrue on
I½dget liureau .No. 42-R1425.

U D STATES -re -

DEPARTMENTOF THE INTERIOR ..,.

GEOLOGICAL SURVEY
Ul4350

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK '

18. TTPE OF WORii

DRILL DEEPENO PLUG BACK O '

þ, TIPE oF wmLL
°&2. O n'u.Ð or...

=LE Mt TIPLE

I unit or orenaron Tenneco USA

Tenneco Oil Company s. wes.» so.

DDRESS OF OPERATOR
gg.11

720 So. Colorado Blvd., Denver, Colorado 80222 so. r s oor.. on an.ucar

ocTiloN or wcz,L (Report location clearly atad in accordance with any State requirezuents.•) gegg

Sec, 20, Tj85, R24E

14. DISTANCE IN MILEE AND DIRECTION FROM NEAREBT TOWN 08 POST OFFICE* 12, 001 NTT OB PARISH $3. BTATE

See Exhibit IV
Grand Utah

10. DISTANO2 TROM PROPUBED* 20. No. OF ACRES IN LE BE 17. No. OF AcnEs AsslGNED

LOCATION To NEARË¾T
TO THIS WELL

PROPI RTY OR LEASE LINE, FT, 538.05 360 unit well
(Also to nearest dr1g. unit line, if any)

16. MisTANCE runM PROl'OSED LOCATION* 19. PROPOSr.D DEPTH 20. ROTARY OR CABLE TOOLB

TO NTALLET WELL, bittLLING. COMPLETED,
on ArPufD FOR, ON TH18 LEASE, FT.

21. Ex.rvATioNs (Show whether DF. RT, GR, etc.)
22. APPEOE. ÐATE WORE WILL STAET*

5252.8 GR I October 1980

23. PROPOSED CASING AND CEMENTING Pit0CRAM

51 Or HOLE 81EE OF CAEING WEIGHT PER TOOT BETTING DEPTH 41 ANTITT OF CEMENT

8 3/4" 7" new 23# K55 ±300 Circulate to surface

6 1/4" 4 1/2" new 10.5# K55 ±4400 Cover all productive zones

Set 1-3 joints 9 5/8" conductor.

See attached.

Prelintinary environmental review request and response attach

Archaeological survey has been done.
APPROVEDBY THE •

OFOtL, GAS,ANDMINING
DATE:(

IN ABOYE SPACE DESCB18E PROPOSED PROGRAM : If proposal is to deepen or plug back, gir ata on present producttre zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurfac cations and measured and true vertical depths. Give blowout

preventer program, if any.
24.

Staff Production Analyst September 25, 1980

BIGNED TITI. DATE
.L. E1.WWILk111

(This space for Federal or State osiee use)

PERMIT NO.
APPROV AL DiTF

APPROTED BT TITLE DATE -.---

CONptTIONS OF APPROYAL, IF ANT:

*SeeIristructionsOn Reverse
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LELLS2 CATION

SCALE \"=1300

S 89©53'W 5270.8

WELL LOCATION
2370.9 FT. N S.L.-- 20776 FT. EWL

SECTION 20, T.18 S., R.24E.,S.L.B.8; M.
,

GRANDCOUNTY , UTAH

SURVEYOR'S CERTIFICATE
I. Edward A Armstrong. a registered land surveyor in the State

of Utoh , do hereby certify that this survey was made under my

direct supervision and that this plat represents saed sur vey

1 ' EDWARO A ARMSTRONG P E'A't S 4464

ARMSTRONG ENGINEERS and ASSOCIATES. IN:
ENGINEERINGi• SURVEYlNG • SOILS AND LON(RL(E IE51\

861 ROOD AVENUE -GRAND jUNCTION.COLORADO BR1 (30

Lal o ,

I ¯ E' TENNECO OlL CO
9/18 /80 USA 20-11

- SHEET I of 5
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TENNECO OIL
TENNECO USA 20-11
PROPOSED LOCATION

32 SCALE 1"=2000 '

SCALE- I' = 4 ¤tiles

---

ROADCLASSIFICATION

Light-duty
_

Untmproveddrrt ........
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TENNECO OIL
TENNECO USA 20-11
PROPOSED LOCATION
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TENNECO OIL COMPANY - 10 POINT PLAN

1. The geological name of the surface formation: Castlegate

2 & 3. Estimated Formation Tops:

(See Attached Drilling Procedure)

.i. ProPosed Casing Program:

(See Attached Drilling Procedure)

5. Blowout Preventors:
Hydraulic double ram. One set of rams will be provided each size drill pipe

in the hole. One set of blind rams at all times. Fill line will be 2",
kill line will be 2", choke relief line will be 2". BOP's, drills and tests

will be recorded in the driller's log. BOP will be tested every 24 hours

and recorded in IADC Log.

6. Mud Program: (Sufficient quantity of mud and weight material will be available

on location).

(See Attached Drilling Procedure.

7. Auxiliary Equipment:
a. Kelly cock will be in use at all times.
b. Stabbing valve to fit drill pipe will be present on floor at all times.

c. Mud monitoring will be visual. No abnormal pressures are anticipated.

d. Floats at bits.
e. Drill string safety valve(s) to fit all pipe in drill string will be main-

tained on the rig floor while drilling operations are in progress.

8. Coring, Logging, and Testing Program:

(See Attached Drilling Procedure)

9. No abnormal pressures, temperatures or potential hazards such as H2S are ex-

pected to be encountered.

10. The drilling of thîs well will start approximately (October 1980 ) and

continue .for 10 to 12 days.

Your office will be notified of spudding in sufficient time to witness

cementing operations. Immediate notice will be given on blowouts, fires,
spills, and accidents involving life threatening injuries or loss of life.
Prior approval will be obtained before appreciably changing drilling program

or commencing plugging operations, plug back work, casing repair work or
corrective cementing



TENNECOOIL COMPANY
ROCKYMOUNTAINDIVISION

PENTHOUSE,720 SOUTHCOLORADOBOULEVARD
DENVER,COLORADO80222

DRILLINGPROCEDURE

DATE: September 4, 1980

LEASE: Tenneco USA WELLNO.: 20-11

LOCATION:2370.9FSL,2077.6 FWL FIELD: Sul phur Canyon
Section 20. T 183, R24E
Grand County, Utah

ELEVATION: 5252.8

TOTALDEPTH: 4400'

PROJECTEDHORIZON:Entrada

SUBMITTEDBY: Bruce Ladd DATE: September 4, 1980

APPROVEDBY: DATE:

CC: Administration
DSB Well File
Field



ESTIMATEDFORMATIONTOPS

Mesa Verde

Mancos

Castlegate Surface

Frontier 3153

Dakota Silt 3403

Dakota 3528 (Gas)

Morrison 3653 (Water or Gas)

Salt Wash 4028 (Water or Gas)

Entrada 4283 (Water or Gas)

T.D. 4393
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R PIPE RAMS L--- --- --- ---

priano/ PIPE RAMS

I l Rd

)

Arrungement
i R BLIND RAMS BLINO RAMS

I .-. . .

Check Gate or Gate or
Kill line from mud pump valve ball ball volve

volve
'

ne between we// ond
oni oke manifold to be ws/ded

and flanged connec//ons.

/ Adjustoble Choke ,,

2
--+- To active mud pits.

I
2" Gote or ball valve

2" Gate or ball volve

To flore pit.

From weit
2" Gate or ball volve

To flore pit.

Adjustobfe Choke CHOKE MANIFOLD

AII equipment to be 3,000 psi working pressure except as noted.

Rd Double rom type preventer with two seis of rams.

R Single rom type preventer with one set of roms.

S Drilling spool with side outlet connections for choke and kill lines.

A Annular type blowout preventer.

ARRANGEMENT B

TENNECO OIL COMPANY
ROCKY MOUNTAIN DIVISION

REQUIRED MINIMUM
BLOWOUT PRE"VENTER AND

CHOKE WÍANIFOLD
J.MAGILL 10-26-79
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R.R NORTH 200' EL. 525\'
R.P. WEST 200 EL. 5240'

APPROXIMATE EARTHWORK o \ om

VOLUMES A 6

CUT = 5000 cu.yds· 6
FILL = 4700 cu.yds.

N

SECTION B-B

5249 I

ARMSTRONG ENGINEERS and ASSOCIATES, INC.
ENGINEERING • SURVEYING • SOILS AND CONCRETE TESTING

E - GRANOlUNCTION, COLORADO 81501 - (303) 2454861

USA 20-11
SCALE

1°
= BD' SZH

SHEEÝiof5
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MUD NWKS

RES VE IT PIT

MUD
PUMP PLATFORM i

gy 000 MOUBE RACKS

to .

* waTan• TURNAROUND
Futt, AREA
BBOILER

id

LivtNg F

N 50° W 310 '

25 0 50 ARMSTRONG ENGINEERS and ASSOCIATES, INC.

1°= 50
ENGINEERING • SURVEYiNG • SOILS AND CONCRETETESTING

$61 ROODAVENUE f.RAMn IONCTION, COLORADO 81501 - (303) 245-3861

TENNECO OIL
e/ls/so•=srvr--- USA 20-11
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1. MIRURT.

2. Set 1-3 Jts. of 9 5/8" casing as needed to be used as conductor pipe.

3. Install casing head and nipple up rotating head and blooie line.

4. Drill 8 3/4" hole to 300' or through the-·Cattlegate Fonnation~.

5. Run 7", 23#, K-55, Sf&C surface casing to T.D. Cement with sufficient
.volume to circulate cement to the surface.

6. HOC. Nipple up BOP's, rotating head, choke manifold, etc. Pressure test
80P's, manifold, etc. to 1000 psi for 15 minutes.

7. TIH and displace water in casin2 with air. Drill out shoe and dry up hole.

8. Drill 6 1/4" hole to T.D.

9. Log well as per G. E. Department recommendations.

10. If well is productive, run 4 1/2", 10.5f, K-55, ST&Ccasing to T.D. Cement

with sufficient volumeto cover all possible productive zones.

11. If the well is non-productive, P & A as per Regulatory Agency Specifications.

CASINGPROGRAM

CONDUCTOR: 30' to 125' as needed. 9 5/8", 36#, K-55, ST&c.

SURFACE: 300' +. 7", 2.3#, K-55, ST&C

PRODUCTION: 4400 , 4 1/2", 10.5#, K-55, ST&C



RJD PRO3RAM

1. Anticipate drilling entire hole with air.

2. In the event liquids are enco:ntered, mist drilling will be attempted.

3. Should mist drilling be unsuccessful, the hole will nave to be mudded up.

4. Also, if gas is encountered in sufficient volume to compromise the safety
of the operations, mudding up will be required.

5. If muddingup is necessary, the following guidelines should be folloued.
(1) Weight +_ 9.0 ppg. (2) Vis. as needed to clean hole. (3) N.L. 10cc
or less.

EVALUATION

Cores and DST's: No cores or DST's are anticipated.

Deviation Surveys:

0-300' 2 1/2°
) Surveys to be run every 500' or on trips, whichever comes

first. Record surveys on IADCDrilling Report Sheet.
300'-4400' S Maximumallowable deviaitons: (1) 1 chgnge per 100' intervals

(2) 2 1/2 at surface casing
s tting depth.

(3) 5 at T.D.
In the event that the maximumallowable deviations are exceeded, the Denver
Office of Tenneco Oil Companywill be notified immediately.

Samples: NONE.

Logs:
SNP/GR ) FDC/CUL ) Mud Drilled
FDC/GR ) Air drilled. DIL/LL3 w/SP )
DIL )

BLOWOUTEQUIPMENT

1. Double ram hydraulic with pipe and blind rams operated by an accumulator.

2. Rotating head on air/mist holes.

3. Preventors must be checked for operation every 24 haurs. This check
MUSTBE RECORDEDon the IADC Drilling Report



REPORTS

Drilling reports for the past 24 hours will include depth, footage, time
distribution, activity breakdown, mud properties, bit record, bottom hole

assembly, daily and cumulative mud costs, plus any other pertinent inform-

ation, will be called into Tenneco Oil Company, Denver, Colorado, between

7:30 a.m. and 8:00 a.m.

1. 303-758-7130 (Office) Don Barnes
303-758-7287,(Office) Don Barnes' private line, Monday-Friday (before 7:45 a.m.)
303-936-0704 (Home) Don Barnes, weekends and holidays.

2. John Dwen (Home) 303-795-0221

The yellow sheet of the IADCReport is to be filled out completely. The

original copy of the drilling time recorder, and copies of any invoices

from this well, signed and received for Tenneco Oil Company, will be mailed

daily to:

TENNECOOIL COMPANY
ROCKYMOUNTAINDIVISION

PENTHOUSE,720 SOUTHCOLORADOBOULEVARD
DENVER,COLORADO80222

ATTENTION: Drilling Department

' IN CASEOF EMERGENCY,NOTIFYTHE FOLLOWING:

1. Mr. Don Barnes, Division Drilling Engineer.

2. Mr. John W. Owen, Project Drilling Engineer.

3. Mr. Mike Lacey, Division Production Manager (Home
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I. EXISTING ROADS

(a) Proposed Well Site Location:
As surveyed by a registered land surveyor, is located 2370.9 FSL,

2077.6 FWL, Sec. 20, T28S, R24E, Grand County, Utah.

See Exhibit I.

(b) Planned Access Route: See Exhibits IV & V.

(c) Access Road Labelled:

Color Code: Red - Improved surfaced roads
Blue - New access road to be constructed.

(d) Not applicable, the proposed well is a development well.

(e) The existing roads are show in Exhibits IV & V.

(f) Existing Road Maintenance or Improvement:

The existing road will require minor improvements. In addition,

this road, along with the new access road, willrequire occasional
grading to return the road surface to a cross section necessary

for proþer drainage.

II. PLANNED ACCESS ROUTE

(a) Route Location - (See Exhibits IV & V)

The planned new access route was selected to provide the shortest

distance to the well site with acceptable grades from the main
connector road. Temporary access will be built initially, if the
facility is productive, the temporary road will be improved as
follows:

(1) Width:
The average dirt width will be twenty feet. The average
traveled surface width will be twenty feet. Road construc-

tion will be in accordance with typical roadways requested

by the U. S. Bureau of Land Management.

(2) Maximum Grades:
The maximum grade allowed will be 15%, however, this may
vary as topographical conditions vary. This access will

not have grades in excess of 8% due to the desert



/2/

(3) Turnouts: Turnouts are not required

(4) Drainage Design:
Prior to construction of the new access road, the brush
and topsoil will be windrowed to each side of the align-

ment outside construction limits. The subgrade surface
will be a minimum elevation of one foot above ditch grade.

The road surface will be center crowned and the inslopes
will have a maximum slope of 3:1 and fill slopes will be

a maximum of 2:1.

(5) Culverts Use, Major Cuts and Fills: Culverts will be

placed as needed and suggested by the BLM.

Max: cut - Due to level topography minimal cuts and
Max: fill - fills are expected.

(6) Surfacing Material:
The proposed permanent access road will be constructed
with native material.

(7) Gates, Cattleguards, Fence Cuts:

Not needed

(8) New portion of road will be center flagged

III. LOCATION OF EXISTING WELLS

The proposed well is a development well. Exhibit VI shows existing

wells within a one mile radius.

A. Water Wells: N/A

B. Abandoned Wells: N/A
C. Temporarily Abandoned Wells: N/A

D. Disposal Wells N/A

E. Drilling Wells N/A

F. Producing Wells: SmaxExh2hit N/A

G. Shut-In Wells: N/A
H. Injection Wells: N/A
I. Monitoring or Observation Wells:
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IV LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. Existing facilities within one mile owned or controlled
by Lessee/Operator:

(1) Tank batteries - None
(2) Production facilitips - None
(3) Oil Gathering Lines - None
(4) Gas Gathering Lines - None
(5) Injection Lines - None
(6) Disposal Lines - None

B. New Facilities in the Event of Production:

1. New facilities: well head, condensate tank, production
unit, meter house all will be on the disturbed area.

2. Dimension of the facilities are shown in Exhibits II & III.

3. Construction will be to strip the topsoil, level drilling
pad. Dehydrator pits will be constructed with soil materials
native to the site. Construction methods will be employed to
assume that no drainage flows are impounded to prevent the
loss of any hydrocarbon from the site. This is to be done
in a manner to facilitate rapid recovery and clean up.

4. Protective measures to protect wildlife and livestock:
Dehydrator pits shall be overhead flagged should any
hydrocarbon material be present on the surface. The dehy-

drator pits shall be fenced to prevent entry of livestock
or wildlife.

C. Plan for rehabilitation of disturbed areas no longer needed for
operations after construction completed:

Upon completion of well, areas required for continued use will
be graded to provide drainage and minimize eroyion. Those areas
not required for continued usage will be graded to provide drainage
and minimize erosion. Those areas unecessary for use will be graded

to blend with the surrounding topography. Topsoil will be replaced
on those areas and seeded according to BLM specifications.

V. LOCATION AND TYPE OF WATER SUPPLY

(a) The water source is not yet determined but will be from a legal

private source.

(b) Water Transportation system: Water to be hauled in trucks from an
undetermined pick up point.

(c) Water Wells:
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VI. SOURCE OF CONSTRUCTION MATERIALS

(a) Materials:

Construction materials will consist of soil encountered with
the boundaries of the proposed site. Topsoil will be stripped
to a depth of six inches and stockpiled in an area that does
not interfear with operations.

(b) Land Ownership:

The planned site and access roads lie on Federal land administered

by the United States DePartment of Interior, U.S. Bureau of Land

Management,

(c) Materials Foreign to Site: NA

(d) Access road shown under item II

VII. METHODS OF HANDLING WASTE MATERIALS

(a) Cuttings:

Will be contained within the limits of the reserve pit.

(b) Drilling Fluids:

Will be retained in the reserve pit.

(c) Produced Fluids:

No substantial amount of water is expected. The amount of hydro-

carbon that may be produced while treating will be retained in
the reserve pit. Previous to clean up operations the hydro-

carbon materials will be skimmed or removed as the situation
would dictate.

(d) Sewage::

Sanitary facilities will consist of at least one chemical toilet.
Waste will be contained in a pit and backfilled immediately
following the drilling operations or removed by the toilet supplier.

(e) Garbage:

A burn cagewill be constructed and fenced with small mesh wire.

The small amount of refuse will be removed to a landfill after
drilling operations.

(f) Clean up of well site:

After drilling, the surface of the drill pad will be cleaned
and graded to accommodate a completion rig. The "mouse hole

and rat hole" wîll be backfilled to prevent injury and hazard
for livestock. Reserve pit will be fenced until dry and it can

be backfilled and restored to natural



VIII. ANCILLARY FACILITIES

None required.

IX, WELL SITE LAYOUT

1. See Exhibits
2. Location of Pits: Exhibits II a III

3. Rig Orientation: Exhibits II & III

4. Pits will be unlined, unless otherwise required.

X. PLANS FOR RESTORATION OF SURFACE

A. Reserve Pit Cleanup:

The pit will be fenced prior to rig release and shall be main-

tained until clean up. Previous to backfill operation, any

hydrocarbon material on the pit surface will be removed. The

fluids and solids contained in the pit sha11 he backfilled with

soil excavated from the site and with soil adjacent to the

reserve pit. The restored surface of the reserve pit will be con-

toured to prevent impoundment of any drainage flows. The

gradient of the surface will be maintained to prevent sudden

acceleration of drainage flows which could cause continued

erosion of the surface. Following backfill completion, topsoil

removed from the disturbed areas will be replaced in a uniform

layer. The reserve pit
wil° be seeded per Bureau of Land Manage-

ment recommendation during the appropriate season following

final restoration of the site.

B. Restoration Plans - Production Developed:

The reserve pit will be backfilled and restored as described

under Item A. In addition, those disturbed areas not required

for production will be graded to blend with the surrounding

topography. ToPsoil will be placed on these areas and seeded.

The portion of the drill pad required for production and turning

areas will be graded to minimize erosion and provide access to

production facilities under inclument conditions. Following

final improvement and surfacing of that portion of new access

road, the topsoil windrowed to each side of the alignment will

be placed on the cut slopes. Following depletion and abandon-

ment of the site, restoration procedures will be those that

follow ander Item C.

C. Restoration Plans - No Production Developed:

Of course the reserve pit will be restored as described above.

With no productîon developed, the entire surface disturbed by

construction of the drilling pad will be restored to its

natural terrain and reseeded per Bureau of Land Management



XI. DTHER INFORMATION

A. Surface Description:
The proposed site is located at the base of the Book Cliffs in an area

of talus slopes. The soil is sandy, sandy clay with evidence of eolian

activity. The vegetation consists of sage and native grasses.

B. Other surface - Use Activities: The surface is federally owned

and managed by the BLM/USGS. The predominant surface use is

mineral exploration and production.

C. Proximity of Water, Dwelling, Historical Sites:

1. Water: No reservoirs or live streams in the area.

2. Occupied Dwellings: Not existing.

3. Historîcal Sites: An Archaeological Reconnissance has been

performed for this location and clearance has been granted.

XII. OPERATOR'S REPRESENTATIVE

Field Personnel who can be contacted concerning compliance of this
Surface Use Plan are as follows:

Donald Barnes M. L. Freeman

720 So. Colorado Blvd. 720 So. Colorado Blvd.

Denver, Colorado 80222 Denver, Colorado 80222

Office: (303) 758-7130 Office: (303) 758-7130

Extension 212 Extension 280

XIII. CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have

inspected the proposed drill site and access route; that I am familiar

with the conditions as they actually exist; that the statements made in

this plan are, to the best of my knowledge, true and correct; and that

the proposed work performed by Tenneco Oil Company and its contractors

and sub-contractors will conform to this plan.

DATE: September 25, 1980

M. L. Freeman
Staff Production
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** FILE NOTATIONS**

DATE: Q J./ /Ò /Q ()

OPERATOR: / () (

WELLNO:

Location: Sec. T. $$ R. 6 County: ËÁf)/VÁ

FRe PtepaAed EnteAed on N.I.D:

Cand Indexed: Complet¿on Sheet:

API Number -Of ()/3/
CHECKEDBY:

Petroleum Engineer:

Director: ,2

Administrat ve Aide:

APPROVALLETTER:

Bond Requaed: Sukvey Plat Required

0xdex No. . 0.K. Rule C-3

Ru£e C-3 (e) , TopogAaphie Except¿on - company owns oA contAala acAeage
w¿th n a 660' kad¿as og paoposed ¿Lte /

Lease Pealgnat¿on Plotted on Map

Apptoval L WA¿tten

Hot L¿ne



October 17, 1980

Tenneco Oil Company
720 So. Colorado Blvd1.
Denver, Colorado 80222

Re: Well No. USA 20-11
Soc. 20, T. 285, R. 24E
Grand County, Utah

Insofar as this office is concerned, approval to drill the above
referred to gas well on said unorthodox location is hereby granted in
accordance with Rule C-3(c), General Rules and Regulations and Rules of
Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER - Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Porm OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Purther, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and
rig number be identified.

The API number assigned to this well is 43-019-30731.

Sincerely,

DIVISION OF OIL, GAS, AND MINING

Cleon B. Feight
Director

/ka
ec:



lairm ••-331 C
SUL LITT IN TP.IPl.1CATE* I orna a proved.

'y tw3; (Other In=true on
ihadret >ureau No. 42-111425.

U D STATES rever es

DEPARTM OF THE INTERIOR .., ,.,,,, ,,,,.,,,,,,., ,,

GEOLOGICAL SURVEY
Ul4350

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK en ,so,,, 4,.a.nuours

la. TTPT OF WORK

DRILLO DEEPENO PLUG BACKO ' "" ^°"""'"' "^"

b. TYPE OF WELL

MrLL O -as Ð .2.=.

la°ELE ML TIPL' O 6. FAEN OE LEASE NANE

š¯Tamier ormaaron Tenneco USA

Tenneco Oil Company 0. WELL NO.

š¯"TivnTasor orratrom 20•-11

720 So. Colorado Blvd., Denver, Colorado 80222 to. FIELD AND POOL, OB WILDCAT

4. IOCA2loN OF WELL (Report location clearly and in accordance with any State requirtuants?) ntrada Test

2370.9e FSL, 2077.6 FWL "," .=

2,°'

Sec, 2 , , R24E

14. DISTANCE IN MILES AND DIRECTION FROM NEARLET TowN OR PusT OrrlCE* 12. 001 NTY Os PAlltSH 23. BTATE

See Exhibit IV
Grand Utah

10. DISTANCE TRO¾ PROPOSED* .10, NO. OF ACRES IN LEABE 17. NO. OF ACRtS ASHIGNED

LOCATION To NEAREST
To THIS WELL

PROPERTY 08 LT.ABE 1.INÊ, FT· 2077.6 2538.05 360 unit well
(Also to nearest drlg. unit line, if any)

16, IrISTANCE runM I'HOl'tiscu LOCATION* 29. PuoPOsi.D DEPTH 20. 80TAEY Oil CABLE TOOLB

TO NEAi.LST WELL, hit!LLING, COMPLETED,

Or. APPL.frD FOR, ON Titis LEASE, FT. 4400 Rotary
21. rirvArioNs (Show whether DF. RT, GR, etc.)

22. Arrnor. vaTE woks wlLL star.T•

5252.8 GR I October 1980
27,. PROPOSED CASING AND CEMENTING PROGRA31

SIZE OF BOLE SIZE OF CASING WE]GHT PER TOOT SETÝING UEI'TH Ot ANTITY OF CEMENT

8 3/4" 7" new 23# K55 ±300 Circulate to surface

6 1/4" 4 1/2" new 10.5# K55 ±4400 Cover all productive zones

Set 1-3 joints 9 5/8" conductor.

See attached.

Preliminary environmental review request and response attÐWdCN OF
CIL, GAS& MINING

Archaeological survey has been done.

IN anovE srAct omscatar rnorosto rnocaAM : If proposal is to deepen or plug back, give data on present productive zone and proposed neW productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.
24.

Staff Production Analyst September 25, 1980

SIONED - TITLE DATE ..

Pleire figWILtd11

(This space for Federal or State of5ce use)

PERMIT Nty

(Ong.Sgd.) A. & RAFN.;UL
wr.oro em

AI•PROTED sy

FOA E. W. GUYNN
Trrro

DISTRICTENGINEEA
DATE

CONDITIONS OF APPROTAL, IP ANT ' CONDITIONSOF APPROVAL ATTACHED -

TO OPERATOR'S COPY

NOTICE OF APPROVAL S'*'""'""'°"'°" N°'"" "
a

DATED



Ident cation No. 001-81

United States Department of the Interior
Geological Survey

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104

NEPACATEGORICALEXCLUSIONREVIEW

PROJECT IDENTIFICATION

Operator/Project Name Tenneco USA 20-11

Project Type Wildcat Gas Test (Unit Obligation Well) ,

Project Location 2370.9' FSL 2077.6' FWL, Sec. 20, T18S, R24E Grand Cp'unty, UI

Date Project Submitted October 1, 1980

FIELD INSPECTION Date November 24, 1980

Field Inspection
Participants Lee Freeman Operator

Nike Buniger Buniger Construction

Elmer Duncan, Mical Walker Bureau of Land Management

Glenn Doyle U. S. Geological Survey

Craig Ivie Northwest Pipeline

Typing In 4 Out 1/26/81

I have reviewed the proposal in accordance with the categorical exclusion
review guidelines. This proposal would not involve any significant effects
and, therefore, does not represent an exception to the categorical exclusions.

December 14 1980
D'ate Prepared Environmental Scienti '

I concur

Da e District Su



• CATEGORICALEXCLUSION REVIEW INFORMATION SOURCE

Incal ad
Federal/StateAgency priv'ate Other

Corre- Rione corre studies Onsite
Criteria sportlence check Meetity spondence Previous ad Staff inspection

Sl6 m 2.3.A (date) (date)· (date) (date) NEPA reports expertise (date) Other

1. Public health 1, 2 .

11/24/80
arti safety

2. Unique charac- 1, 2
teristics

3. F.avirorrrentally
controversial

unkno risks

5. Establishes
precedents

6. Coulatively
significant

7. National Register 1 - 12/9/80
historic places

8. Erdangered/ 1 - 12/9/80

threatened species

9. Violace Federal' 4 *
. 3

State, local,
tribal law

Site-specific stipulations attached.
O



COMMONREFERENCELTST

NEPACategorical Exclusion Review

1. SMAInput

2. Reviews, reports, or information received from Geological Survey
(CD, GD, WRD, TD).

3. Lease Stipulations/Terms

4. Application to Drill

5. Operator correspondence

6. Field observation

7. Private Rehabilitation Agreement



ID #' 001 81

Site-Specific Stipulations

1. Fence reserve pit on three sides prior to drilling and on the fourth
side once the rig moves off.

2. If fractured bedrock or excessive rock is encountered, the reserve
pit will be lined with 2-3 inches of bentonite raked into the



'JOO 3110-3 ,,
. .

2/.70
3110
U- 14350

STIPULATION

As to lands administered by the Bureau of Land Managenient under the

above oil and gas lease, the lessee hereby agrees that. the following

stipulations are by this reference incorporated as terms and conditions

of said lease:

Lessee shall submit in writing to the Eureau of Land Management District
Manager of the district in which the land is located for adv/nce written
approval by that office, a detailed plan of operation respecting any
operation which will, or which may, result in damage to property
land or scarring of the land surface, or induce crosion, including
any planned use of bulldozers, car th-moving equipment or -similar mobile
equipment. Said operations include, but are not limited to, exploratory

- drilling, the construction of aõecss roads, and the conduct of seismo-
graphic explorations. The said operations will be conducted only to the

.
extent so approved in writing by the District Nanager.

. ...... . .. ...

I,OSS€Q



' U ted StatesDepartment of the Interior
REPLY REFER TO

BUREAU OF LAND MANAGEMENT
Moab District

Grand Resource Area
P. 0. Box M

Moab, Utah 84532

Dec. 4, 1980

Memorandum

To: Oil & Gas Office
USGS Conservation Division
P.O. Box 3768
Grand Junction, CO 81502

From: Acting Area Manager, Grand

Subject: Tenneco Oil Company
Tenn. USA20-11, Lease #U-14350
NE/SE Section 20, T. 18 S., R. 24 E., SLB&M
Grand County, Utah

On 11/24/80 a representative from this office met with Glenn Doyle,
USGS, and Lee Freeman agent of the Tenneco Oil Company for an inspection
of the above referenced location. Subject to the attached conditions,
and written approval from USGS, I am approving the surface management
portion of the Application for Permit to Drill.

The archaeological requirement has been fulfilled on this location. No
threatened or endangered flora or fauna are indicated in the area.

Please forward the enclosed information to Tenneco Oil Company.

Enclosures: (3)
1-Reclamation Procedures
2-Seed Mixture
3-Suggested Colors - Facilities

CONSERVE

Save Energy and You Serve



STANDARDSTIPULATIONSFOROIL & GASEXPLORATION

Contact this office at least 24 hours prior to beginning construction of
access road and pad.

Stockpile the surface six inches of topsoil in a wind-row on the south
east quadrant of the location.

The upper banks (uphill side) of all cuts will be rounded during con-
struction of the access road and pad.

Notify the BLMDistrict Archaeologist if cultural material from sub-
surface deposits is exposed during the operation.

The trash cage will be at the location and fenced with fine mesh wire
during drilling operations.

The "blooey" line will be centered and directed into the pit. -

If production is obtained, the access road will be upgraded to BLM
specifications for long-term roads as outlined in the surface use
standards section of the "Oil and Gas" pamphlet (joint BLM, USGSand
USFSpublication).

If production is obtained, all production facilities will be painted.
(See enclosed suggested colors - for facilities).

Rehabilitation of the site and access road will be accomplished in
accordance with the enclosed restoration procedures.

Production facilities and pipeline route are approved on this location
under lease rights.

As agreed upon at the pre-drill field examination-

Access-

1) A culvert will be placed in each of two (2) drainage crossings
(30" X 24' long) on an existing road in SE/SE Section 30 T. 18 S., R.
24 E., (Private surface with oil & gas reserved to the federal govern-
ment).

2) Tenneco Oil Company will secure written permission to cross private
land in W½/W4Section 29, T. 18 S., R. 24 E., and a copy of that written
permission will be attached and become a part of this permit to drill
prior to issue.

3) A low water crossing will be installed in the drainage at the road
crossing in NE/SWSection 20, T. 18 S., R. 24 E.

Tenneco agrees to use the rest of the road in the condition it is in



Location-

1) Trees (pinion & juniper) removed from the site will be stock-
piled on the south west quadrant.

2) An area, at least one dozer blade will be cleared along the
east side of the flare pit.

3) The pit(s) will be fenced on three sides, with 48 inch high woven
wire during drilling. Fence the forth side prior to moving the rig
away, and re-infource the fence with a strand of barbed wire around the
top.

Restoration-

1) Re-countour the disturbed surface to resemble the surrounding
terrian.

2) Seeding of un-needed surface for production and/or the who1Ésite
will be done by drilling, and in accordance Abandonment Guidelines as
contained in the yellow pamphlet "Surface Operating Standards for Oil
and Gas Exploration and Development" second edition, August 1978 (U.S.
D.I. - U.S.D.A. -



1. Disk or rip pads and access roads. •

a. Overlap passes in order to insure conplete treatment.

2. Contour pads and access roads.

a. Lay herms into centers,

b. Use cut material for fill areas.

c. Lay stockpiled surface soil over top .of pads and spread evenly.

d. On hi¿hly crosive soils, it may be more beneficial to grade

slopes to reño.ce steepness.

e. Do not smooth paôs out, leave a roughened surface. On steeper

s3opes and s3cpes with c3ayey soils scarify or serrate the

ground in oròer to increase water infiltration and reduce

eres3on.

3. Water har roads where required by this office.

* 27. Gra¿e - 200 ft. intervals
2-47. Grade -

. 100 ft. Interv-Is

4-57. Greòe - 25 ft. intervals

57, Graãe - 50 ft. intervals

* .actual spac¾ng may vary accorõing to soil stability. Lighter

textureò soils will receire more frequent water Lars. Khan natural

ärai-.age ways are present, water 'cars are to be constructed to m-le

maxi um use of them. Plan operations so that r.atural ¿rain-ge vays

do not becor.e b3ocked.

4. Seed roads and pads in t°r.e fall {Gct. through



SEED MIXTURE

SPECIES LBS/ACRE

Grasses

Oryzopsis hymenoides Indian Rice Grass 1
Agropyron smithii Western Wheat Grass 1
Hilaria jamesii Curley Grass 1

Forbs

Sphaeralcea coccinia Globemallow 1

Browse

Atriplex canescens Four-Wing Saltbush 1
Atriplexconfertifolia Shadscale 1

Total



ÜðitedStatesDepartmenfof the Interior
BUREAU OF LAND MANAGEMENT

SUGGESTEDCOLORSTO PAINT OIL & GAS

PRODUCTIONFACILITIES

Cisco Desert and Flats below the Bookcliffs:

Dynasty Green (Sears)

Tumbleweed (Pratt & Lambert)

Desert Tan ------

Sage Gra.y - - (Pratt & Lambert)

Bookcliffs Region:

Sage Gray (Pratt & Lambert)

Sea Life (Pratt & Lambert)

Dynast.y Green (Sears)

Similar hues other than the ones mentioned above must be
approved by the Grand Resource Area
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Form 9-331

Form Approved.

Dec. 1973
Budget Bureau No.42-R1424

UNITED STATES 5. LEASE

DEPARTMENT OF THE INTERIOR U-14350

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRYNOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for pro osals to drill or to deepen or plug back to a different Sulphur Canyon _Unit USA
reservoir. Use Form 9-331-C r such proposals.) 8. FARM OR LEASENAME

1. oil gas
well well other 9. WELL NO.

2. NAME OF OPERATOR 20-11

Tenneco Oil Company 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR _

Undesignated Wildcat

P. O. Box 3249, Englewood, CO 80155 11. SEC., T., R., M., OR BLK. ANDSURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

AT SURFACE: 2371' FSL 2078 ' FWL 12. COUNTY OR PARISH 13. STATE

AT TOP PROD. INTERVAL: GFrincl i Utah
AT TOTAL DEPTH. 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NGURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5252.8' gr.
REQUEST FOR APPROVAL TO: SUBSEQUEN REP T OF:

TEST WATER SHUT-OFF
FRACTURETREAT
SHOOT OR ACIDIZE
REPAIR WELL ora ØÀ TE: Report results of multiple completion or 2one

PULL OR ALTER CASING .

change on Form 9-330]

MULTIPLE COMPLETE
cHANGE ZONES
ABANDON*
(other)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give pertinent dates,

including estirnated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

5/1/81- Work stuck pipe. Ran free point 2100-2150', 100% free 2150-2160',

60% free @ 2160' stuck. Bit @ 3965.

5/3/81 - Circ and cond hole. Work stuck pipe.

5/4/81 - Pump aereated mud, pipe came loose. TOOH. Laid down bent drill pipe.

5/5/81- TIH to 3970'. Unload hole. Ream from 3970-4270'. Drilling.

5/6/81 - Total depth 4435'. Circ and cond. Trip for logs. Logging.

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I her ify th the fo d correct

SIGNED /¢( / WiftE Asst.Div.Adm.Mqr• DATE 5/18/81

(This space for Federal or State office use)

APPROVED BY . TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

•See Instructions on Reverse



0 0
Form 9-331 Form Approved.

Dec. 1973 Budget Bureau No.42-RI424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-14350

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different Sulphur Canyon Unit USA
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASENAME

1. o gae
I other 9. WELL NO.

2. NAME OF OPERATOR 20-11

Tenneco Oil Company _ 10. FIELD OR WILDCAT NAME

3.ADDRESS OF OPERATOR Undesignated Wildcat

P. O. Box 3249, Englewood, CO 80155 ___

11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY, See space 17 AREA

below.) Ser 90 Tl AS R24E
AT SURFACE: 2371' FNL 2078' FWL 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Grand Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5252.8' gr.
REQUEST FOR APPROVAL TO: SUBSEQU TREPORT OF:
TEST WATER SHUT-OFF
FRACTURETREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE 2ONES 46ABANDON*
(other)

U. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

4/25/81 - Drilling. Lost returns. Drill 9'. Lost circ. Regain returns. Drill

3' lost returns.

4/26/81 - Mix mud. Punp 400 bbls. No returns. Mix mud, pump 140 bbls. Partial

returns. POOH. Stand back drill collars. TIH to 3996'. Circ full returns.
Pump 45 sx Class B. Displace. Estimate fill @ 450'. POOH w/3000' clear pipe.

Plug down. POOH. WOC.

4/27/81 - Drill cmt and ahead. (Depth 4046')

4/28/81- Lost circ @ 4127'. POOH.

4/29/81 - Build volume and mix LCM. Lost 490 bb1s before getting full returns @
3945'. TIH to 4127'. Pump LCM. Resume drilling. Losing 3-4 bbls/hr. TFB #10.
(Depth 4185')

-- - - - - - OVER

.

hear

e y la dcorreA

st.Div.Adm.Mgr. onte

5/18/Ml8

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



0 0
Form 9-331 Form Approved,

Dec, 1973 Budget Bureau No.42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U 14350

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for pro osals to drill or to deepen or plug back to a different Sulphur Canyon Unit USA
reservoir. Use Form 9-331-C Ëorsuch proposals.) 8. FARM OR LEASE NAME

1. oil gas
well well other 9. WELL NO.

2. NAME OF OPERATOR 20-11

Tenneco Gi). Company 10. FIELD OR WILDCAT NAME
3.ADDRESS OF OPERATOR Undesignated Wildcat

P. O. Box 3249, Englewood, CO 80155 11. SEC., T., R., M., OR BLK. AND SURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Sec. 20, Tl8S R24E
AT SURFACE: 2371' FSL 2078' FWL 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Grand Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHow DF, KDB, AND WD)

525 .g,L gr .

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL esuus of muliple completon o zone
PULL OR ALTER CASING ch e on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON* DN

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

4/17/81 - Pick up drill collars. TIH. Drill out shoe and dry hole. Drill ahead
w/6-1/4" bit.
4/18/81 - Drilling.
4/19/81 - Drilling.
4/20/81 - Air mist drilling to 3651'. NU flowline. Mud up. TIH to 2989' w/350
bbls and partial returns. 35-85 units background gas.
4/21/81 - TIH. Ream collar, string float, sub w/fire stop and bit in hole. TOP

of fish @ 3564 '
.

4/22/81 - TIH w/overshot. Latch on to fish. Screw into fish, jar loose.
4/23/81 - TOOH w/fish.
4/24/81 - Drilling.

Subsurface Sa ety Valve: Manu. and Typ - Set @ Ft.

18. I here rtify that f.he fomgoi tru nd correct

SIGNED / 71 ( ,
.. LE ASst.Div.Adm.Mgr. DATE 5/18/18

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

•see instructions on Reversa



Form 9-331 Forrn Approved.

Dec. 1973 Budget Bureau No. 42-RI424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-14530

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposais) 8. FARM OR LEASE NAME

Sulphur Canyon Unit USA
1. oil gas +

well well oth ~ ' 9. WELL NO.

2. NAME OF OPERATOR 20-11
Tenneco Oil Company . 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR Undesignated Wildcat
P. 0. Box 3249, Englewood, 0155 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOgTLIqN See space 17 AREA

below.) * RO Sec. 20, T18S R24E
AT SURFACE: 2371' FSL 2078' FWL 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. tNTERVAL Grand Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
5252' gr.

TEST WATER SHUT-OFF O O
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give peninent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
rneasured and true vertical depths for all rnarkers and zones pedinent to this work.)*

5/6/81 - Due to mechanical troubles and poor production potential shown by logs,
Tenneco proposes to plug and abandon the above referenced well in the following
manner:
Set 1st plug from 4290-4100' 190' w/36 sx Class B cmt Install dry hole marker.

2nd plug from 3696-3596' 100' w/18 sx Class B cmt Grade, reseed, cleanup
3rd plug from 3000-2800' 200' w/36 sx Class B cmt location per USGSrequire-
4th plug from 600-400' 200' w/36 sx Class E-emt ments.
5th plug from 30-surf. 30' w/10 sx Class B cmt

APPROVED BY THE DgOF OIL,GAS,ANDMINING

Subsurface Safety Valve: Manu. and Type Set @ Ft,

18. I here rtify t the fore i ue an(I correct
Asst.Div.Adm.Mgr. 5/13/81

SIGNED ITLE DATE

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



0 0
Form 9-331 Form Approved.

Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-14350

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRYNOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

Sulphur Canyon Unit USA1. oil gas
well well other 9. WELL NO.

2. NAME OF OPERATOR 20-11
Tenneco Oil Company 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR Undesignated Wildcat
P. 0. Box 3249, Englewood, CO 81055 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Sec. 20, T18S R24E

2371' FSL 2078' FWLAT SURFACE: 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Grand Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
5252.8' gr.

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL O O - , qw p n.port r.sult.or mumma.completion or zone
PULL OR ALTER CASING x * ' ' i

,

' change on Form 9-330.)
MULTIPLE COMPLETE ~ '

s

CHANGE ZONES
ABANDONc*0mmence

dril ing operatio s GÑ 2 2 JS
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Cyg,rly state all pertinent details, and give pertinent dates,

including estimated date of starting any proposed work. WMelSg nally drilled, give subsurfate locations and
rneasured and true vertical depths for all markers and eggi e this work.)*

4/14/81 - MIRURT. Spud well 4/13/81 w/Brinke ¾fgnal rig #9. Drill to 253'.
Set 55' of 9-5/8" conductor pipe. Cmt w/305 sx Class G. WOC. Cire cmt to surface.
WOC.
4/15/81 - Drill to 515'. TOOH. Weld on 9-5/8" csg head. Pressure test to 1000
PSI. TIH. Laid down drill collars. RU and run 14 jts of 7" 23# csg. Shoe @
513' KB. Cmt w/100 sx Class H w/2%CACL2and 1/4# Celloflake/sk. Plug down.
Circ cmt to surface. Float held.
4/16/81 - Set slips, cut off csg. NUB0PS. Pressure test pipe rams and choke
manifold to 1400 PSI for 15 mins. Pressure test blind rams and kelly to 1400
PSI for 15 mins.
4/17/81 - 5/6/81 - Encountered numerous problems down hole such as lost circulation,
tight holes, stuck pipe. Logs show poor production potential.
Subsurface Safety Valve: Manu. and Type Ret @ Ft.

18. I he by certify t 't the foreg g is e and correct

SIGNED ( / / r LE Asst.Div.Adm.Mgr. oxte 5/13/81

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY;

*See instructions on Reverse



Form 9-331 Form Approved.

Dec. 1973
Budget Bureau No.42-R1424

UNITED STATES 5. LEASE

DEPARTMENTOF THE INTERIOR U-14530

GEOLOGICALSURVEY 6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENTNAME

(Do not use this form for pro osals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-0 or such proposals.) 8. FARM OR LEASENAME

1. oil gas Sulphur Canyon Unit USA
well well other 9. WELL NO.

2. NAME OF OPERATOR 20-11

Tenneco Oil Company 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR Undesignated Wildcat
P. O. Box 3249, Englewood, CO 80155 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) ,
Rao. 20, T1AA 124F.

AT SURFACE: 2371 FSL 2078' FWL 12,. COUNTYORPARISH 13. STATE
AT TOP PROD. 1NTERVAL: Grand Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATEBOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5252.8' gr.
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL NOTE: Report results of multiple completion or zone

PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state a I pertinent details, and give pertinent dates,

including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all rnarkers and zones pertinent te this work.)*

5/7/81 - Tenneco has plugged and abandoned the ablove referenced well as follows:

Set a 36 sk Class B cmt plug from 4290-4100', set an 18 sk plug from 3696-

3596', set a 36 sk Class B cmt plug from 3000-2800', set a 36 sk Class B

cmt plug from 600-400' and set a 10 sk emt plug from 30' to surface. Install

dry hole marker.

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I reby cert a the f going is true and correct .

SIGNFD, , TifLE Production Analystegyg 8/10/81

(This space for Federal or State office use)

APPit0VED BY TITLE . DATE
CONDITIONS OF APPROVAL, IF ANY:

*See lustructions on Reverse



9 e
STATEOF UTAH scottM. Matheson, Govemor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

February 8, 1982

Tenneco Oil Company
P. O. Box 3249
Englewood, Colorado 80155

Re: Well No. USA #20-11
Sec. 20, T. 18S, R. 24E
Grand County, Utah

Gentlemen:.

This letter is to advise you that the Well Completion or Recompletion
Report and Log for the above mentioned well is due and has not been filed
with this office as required by our rules and regulations.

Please complete the enclosed Form OGC-3, in duplicate, and forward them
to this office as soon as possible.

Than you for your cooperation relative to the above.

Very truly yours,

DIVISION OF OIL, GAS AND MINING

I
cari Furse
Clerk ist

Board/Charles R. Henderson, Chairman - John L Bell - E. Steele Mclotyre•Edward T. Beck
Robert R. Normon• Morgaret R. Bird - Herm Olsen

on equoi oppor'urmv empiove' - Diecse recycle



Uf ED STATES SUBMIT IN DUP E* prr
No. 42-R355.5

DEPARTMENT OF THE INTERIOR 6. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-14530

WELLCOMPLETIONOR RECOMPLETIONREPORTAND LOG *
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

in. TYPE OF WELL: orL cas
WELL WELL DRT Other 7. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION: Sulphur Canyon
NEE

L
OWORR EP- CD DIEsn.

Other Plug & Abandon 8. rann on Laass Naus

2. NAME OF OPERATon Sulphur Canyon Unit USA

Tenneco Oil Company 9. WELL NO.

3. ADDRESS OF OPERATon 20-11

P. O. Box 3249, Englewood, CO 80155 lo. FIELD AND POOL, OR WILDCAT

4, LOCATION Or wsLL (Report location clearly and in accordance toith any state requirementa)• DI li'l- hy --G Wildcat
At surface 2371' FSL 2078 ' FWL 11. SEC., T., R., M., OR BLOCK AND SURVEY

OR AREA

At top prod. interval reported below

At total depth Same RS above Sec. 20, Tl8S R24E
14.PERMIT NO. DATE ISSUED 12.COUNTY OR 13.5TATE

Ñ */1- 3V7.3/ ó */'f-Á'd r nd UT
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL, (Ready $0 prOd.) 18. ELEVATIONS (DF, RKB, RT, GB, ETC.)e 19. ELEV, CASINGHËAD

4/13/81 5/6/81 5252' gr.
20. TorAL DEPrH, xv a Tvn 21. PLUG, BACK T.D., MD a Tvn 22. IF McLTIPLE coxPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

How MANT* DRILLED BY
4435' surface 4 \ O' - TD

24. PRODUCING INTERVAL(B), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25, WAS DIRECTIONAL
SURVEY MADE

NoNone
26. AND OT s RUN n. WAS WELL conED

No

24 CASING RECORD (Report all strings att in toell)
CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

7" 23# 500' 8-3/4" 100sx Class H

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PERFORATION RECORD (IntBrygl, &$20 GHd WWinber) 82. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

None

33.* PRODUCTIO
DATE FIRST PRODUCTION PRODUCTION METHOD (FlOtoing, gge liff, pufnping STATUs (Producing or

None ' -in)

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--B GAS-MCF. ATE L. GAS•OIL RATIO
TEST PERIOD

FLOW. TUBING PR-88. CASING PRESSURE CALCULATED OIL--BBL, GAS-MCF WATER--BBL. OIL GRAVITY-API (CORR.)
24-RODR RATE

• \ IONOF
84. DISPOslTION or GAS (Sold, used for fuel, vented, etc.) TNESSED ST

35. LIST OF ATTACHMENTS

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all avahable recor(Ïs

SIGNED TITLE Production Analyst DATE

*(SeeInstructionsand SpacesForAdditional Data on Reverse



O STATEOF UTAH Norman H. Bongester, Govemot
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple - 3 Triad Center • Suite 350 • Salt Lake City, UT84180-1203 • 801-538-5340

November 26, 1985

Tenneco'Oil Company
P.O. Box 3249
Englewood, Colorado 80155

Gentlemen:

Re: Well No. USA 20-ll - Sec. 20, T. 18S., R. 24E.
Grand County, Utah - API #43-019-30731

This letter is to advise you that Sec. 38, Geologic Markers, on
the back side of the "Well Completion or Recompletion Report and
Log" for the above referenced well was not filled in when this
report was submitted.

We are sure this was an oversight on your part and we request

that you complete the enclosed Form OGC-3 and forward it to this
office as soon as possible, but not later than December 10, 1985.

Sincerely,

Pam Kenna
Well Records Specialist

Enclosure
cc: Dianne R. Nielson

Ronald 3. Firth
John R. Baza

Ol70S/l6

on equal opportunity
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